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Caunton Engineering is one of the UK’s leading steelwork contractors, fabricating in excess of 40,000 
tonnes per annum with a turnover in the region of £100m. Supported with over 50 years’ experience we 
specialise in the design, fabrication and erection of structural and secondary steelwork, operating across 
all sectors of the construction industry.

Caunton Engineering’s reputation is for engineering excellence in the Secondary Steelwork sector and 
working with Consulting Engineers on major developments. 

We pride ourselves on our ability to remain agile and, as a result, offer a personalised service to our 
clients. The company is a Gold Status holder within the Steel Construction Sustainability Charter and is 
committed to delivering Net Zero by 2050.

TV Gantry and Walkway, NFFC, Nottingham
Caunton Engineering were very pleased to supply the 
secondary steelwork for Nottingham Forest Football 
Club’s new TV Gantry and Walkway.

For this project Caunton supplied 12 tonnes of 
secondary steelwork. This included the supply, 
fabrication and erection of the gantry and walkway 
steelwork.

Main Contractor: Nottingham Forest Football Club
Tonnage: 12 tonnes

HS2 Viaduct and Chiltern Tunnels
Caunton Engineering were awarded the contract to 
supply the secondary steelwork for two precast 
plants, which were used in the building of HS2. The 
project comprised of fifteen buildings and included 
two tunnel precast factories, the tunnel workshop, 
warehouse and the viaduct precast factory.

The secondary steelwork, which Caunton supplied 
to the numerous buildings, included staircases, 
handrailing, cat ladders, patterned plate and open 
mesh flooring. Alongside this Caunton supplied and 
erected rest platforms and ladders fabricated and 
galvanised off site in welded assemblies, which 
minimised the installation programme. All of the 
handrailing supplied was painted in yellow 
(RAL1023).

The design and installation was coordinated with the 
main frame.

Client: HS2
Main Contractor: Align HV
Tonnage: 49 tonnes



Unit 2 - Hinckley - Fit Out
Caunton Engineering were very pleased to supply the 
structural steelwork for a high bay distribution warehouse 
for major contractor Winvic Construction. In 2020, Caunton 
were delighted to be awarded the order to supply the 
secondary steelwork for a three storey mezzanine structure 
as a “fit-out” within the main structure of the warehouse. 

The mezzanine steel frame is connected to the main frame 
of the warehouse with movement joints with sliding 
bearings, to allow the warehouse structure and mezzanine 
floor to move independently. The mezzanine has 
significant plan bracing and vertical bracing to assure its 
stability.

For this fit-out Caunton supplied two staircases with an 
overall rise of 12 metres, giving access to the mezzanine 
floor. In addition to this, two straight flight stairs between 
the mezzanine floor was also supplied rising to 6 metres. 

Main Contractor: Winvic Construction
Engineer: Hydrock
Architect: Ashton Smith
Tonnage: 43 tonnes

Hub 4 -  Geopost, Hinckley
Caunton Engineering designed, supplied and erected 
the stairs, treads, handrailing and cat ladders to 
Hub 4, Geopost, Hinckley.

The project consisted of 22 sets of access stairs, 
which included a spiral stairs of approximately 13 
metres in height. The stair structures were a mix of 
galvanised finished with patterned plate treads and 
fully painted finish complete with pan tread to take 
concrete fill by others. 

All handrailing was pre-fabricated in panels at our 
works with a part welded ball standards system to suit 
loadings 0.7kN, galvanised finish. 

Installation was carried out in conjunction with the 
main frame, which allowed the access stairs to be 
used as construction access, which eliminated the 
client’s requirements to provide temporary access 
towers.

Main Contractor: Winvic Construction
Tonnage: 50 tonnes
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Other Secondary Steelwork Projects Include: 
¶ Coventry Logistics Park

¶ Carbon Neutral Wine Merchant Warehouse

¶ Warehouse for Next Plc - Doncaster

¶ Island Quarter, Phase 1a - Nottingham

Distribution Centre - Bardon

Main Contractor: Winvic Construction
Architect: Michael Sparks Associates
Tonnage: 12 tonnes

Caunton were proud to supply the secondary steelwork for 
the distribution centre at Beveridge Lane, Bardon.

Caunton supplied, fabricated and erected 12 tonnes of 
secondary steelwork which included the internal access 
stairs, handrailing and plant deck open mesh.

Fit Out - Co-op Biggleswade

Main Contractor: Winvic Construction
Engineer: Hydrock
Tonnage: 75 tonnes

Caunton Engineering were very 
pleased to supply the secondary 
steelwork for the fit out for Co-op, 
Biggleswade.

For this project, Caunton supplied 
75 tonnes of secondary 
steelwork, which included  the 
supply, fabrication and erection of 
staff access bridge and 
stair towers. 


